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(57) Abstract: The invention relates to a boundary layer adapter for receiving a microphone, said boundary layer adapter comprising 
a receiving element having a through hole for receiving a microphone and a locking element for locking the microphone received 
therein. The invention provides for a simple fixation of the microphone on a table top, a glass plate, tiles, wooden floors, concrete 
\^ floors and the like. The use of the boundary layer adapter allows to define a boundary layer which is important for audio recording. 
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(57) Zusammenfassung: Es wird ein Grenzflachenadapter zur Aufhahme eines Mikrofons vorgesehen, wobei der Grenzflachenad- 
apter eine Aufnahmeeinheit mit einem Durchgangsloch zur Aufhahme eines Mikrofons und eine Arretiereinheit zum Arretieren eines 
aufgenommenen Mikrofons aufweist. Somit ist eine einfache Fixierung des Mikrofons auf einer Grenzflache wie beispielsweise auf 
einer Tischplatte, einer Glasplatte, Fliesen, Holzboden, BetonbSden und dergleichen moglich. Mit anderen Worten, durch die Ver- 
wendung des Grenzflachenadapters wird eine Grenzflache definiert, welche bei der Audioaufnahme eine wichtige Rolle spielt. 
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£J (57) Abstract: The invention relates to a boundary layer adapter for receiving a microphone, said boundary layer adapter comprising 
a receiving element having a through hole for receiving a microphone and a locking element for locking the microphone received 

^ therein. The invention provides for a simple fixation of the microphone on a table top, a glass plate, tiles, wooden floors, concrete 
floors and the like. The use of the boundary layer adapter allows to define a boundary layer which is important for audio recording. 
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